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LOCATION MAP

COMPANY
PHONE

TYPE OF FACILITY

ADDRESS

LIMIT OF CONTRACTOR'S WORKING AREA (C.W.A.)

PROPERTY OWNERS

111 Wilbur L. Sheesley, ET UX
111M c/o Nellie Sheesley Estate

Charles Sheesley, executor
117 Hamilton Markton Rd
Hamilton, PA  15744
814-938-8767

115 Kunselman, Bernard D.&
Kunselman, George L.
P. O. Box 18
Hamilton, PA  15744
814-938-4006

404 Shaffer, Alice June
345 Lisbon Road
Beaver Falls, PA  15010
724-495-7305

403 Fisher, Lloyd E. & Barbara L.
403A P. O. Box 36

Hamilton, PA  15744
814-938-8336

401 Maruca, Michael C. & Leslie J.
P. O. Box 33
Hamilton, PA  15744
814-939-5745

400 Foose, Norman E.
Main Street
Hamilton, PA  15744
814-938-9175

Vine St. Perry Township
P. O. Box 50
Hamilton, PA  15744
814-938-2480

Commonwealth of Pennsylvania
Department of Transportation
2550 Oakland Ave.
Indiana, PA   15701
(724) 357-2800

T.W. Phillips Gas & Oil Co.

Underground Gas Lines

205 N. Main Street

Butler, PA   16001

Larry George

800-222-5101

NOTE:

UTILITY LISTINGS

LIMIT OF GRADING AND SEEDING

PROPOSED CONTOURS

EXISTING CONTOURS

CONSTRUCTION BASELINE

APPROXIMATE PROPERTY LINE

UTILITY POLE

LEGEND

VICINITY MAP

DuBois, PA   15801

Overhead Electric Service
Penelec, Inc.

PROJECT

CALL BEFORE YOU DIG!
PENNSYLVANIA LAW REQUIRES
3 WORKING DAYS NOTICE FOR

CONSTRUCTION PHASE  - STOP CALL:
1-800-242-1776

 Design Serial No. 0496345

Bill Wilt

814-372-4004

SUBSURFACE DRAIN

1. Elevations of the features are to be taken from the bench marks

shown on the Drawing(s).

2. Limits of grading and seeding as shown on the Drawing(s) are

approximate. Minor deviations may be permitted subject to the

approval of the Department's Representative.

3. All areas outside of the seeding limits that are disturbed by the

Contractor must be restored to as good or better than existing

conditions.

4. All areas where 2 ft. contours are not shown shall be graded at a

uniform slope between 10 ft. contour intervals.

5. Minor adjustments in the grade may be made by the Department's

Representative to suit field conditions.

6. Location(s) of the utilities shown on the Drawing(s) are based on

information provided by the Pennsylvania One-Call System.  The

accuracy of this information is not guaranteed.  The Contractor shall

contact the PENNSYLVANIA ONE-CALL SYSTEM at

1-800-242-1776, not less than three (3) working days prior to any

excavation.

7. The Contractor shall dewater all impoundments existing within the

grading limits at the time of construction of the Project.

8. The property lines as shown on the Drawing(s) are approximate.
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NOTES:

TOPOGRAPHY BY:

THE EADS GROUP, INC.

ALTOONA, PA 16602

USING AERIAL PHOTOGRAPHY DATED 11-01-01.

COORDINATES ARE ON THE NSRS DATA BASE, NAD83, PA SPC NORTH

ZONE.

ALL ELEVATIONS SHOWN ARE BASED ON NAVD88 DATUM

RELATIVE ERROR OF CLOSURE FOR TRAVERSE.

TRAVERSE ADJUSTMENT BY LEAST SQUARES METHOD.

ALL DIMENSIONS AND EXISTING CONDITIONS SHALL BE CHECKED AND

VERIFIED BY CONTRACTOR AT THE SITE.

LOCATION OF MINE WORKINGS AND GAS WELLS FROM DOVERSPIKE BROS. COAL

CO. DORA #6 MINE, FINAL MINE MAP, CMAP NO 33841303, SHEET 17 OF 24, DATED

4-14-99.

APPROXIMATE PROPERTY LINES FROM PERRY TOWNSHIP, JEFFERSON COUNTY,

PENNSYLVANIA TAX MAPS SHEETS 17-563 AND 17-02.
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Proof Roll Subgrade

Slope Settling Basin Bottom

± 1% Toward Center

s ≈ 1%s ≈ 1%

2"Ø Perforated PVC Vent Piping.

Spaced at 25' O.C.

s ≈ 1%

Top of Embankment

El. 1196.0

6" thick AASHTO No. 57

Non-Calcareous for Pipe

Venting

s ≈ 1%

Top of Embankment

El. 1196.0

Baffle #1

6' Chain Link Fence

6' Chain Link Fence

Water Surface Level

1194.0 ±

Water Surface Level

1194.0 ±

3

1

SECTION

Compacted

Embankment

Material

~ 115 ~ 100 ~ 105

2"Ø Perforated PVC Vent Piping  with

Perforated Endcap

(See Pipe Venting Layout)

See Anchor

Trench Detail

Baffle #2

C

5

Proof Roll Subgrade

Slope Settling Basin

Bottom Toward Center

Proof Roll Subgrade

Slope Settling Basin

Bottom Toward Center

6' Chain

Link Fence

6" Thick AASHTO No. 57

Non-Calcareous for Pipe

Venting

5

16

" Galvanized Ballast Chain

B

5

2"Ø Perforated PVC Vent Piping, with

30 ° Elbows as required and

Perforated Endcaps

(See Pipe Venting Layout)

5

16

" Galvanized Ballast Chain

1

3

3

1

3

1

1

3

BAFFLE #1

SECTION

6" thick AASHTO No.

57 Non-Calcareous for

Pipe Venting

Compacted

Embankment

Material

Compacted

Embankment

Material

~ 60'

~ 60' +/-

Water Surface Level

1194.0 ±

Water Surface Level

1194.0 ±

6' Chain

Link Fence

Four (4) 1'- 6" X 5'

Flow-through Windows

2"Ø Perforated PVC Vent Piping, with

30 ° Elbows as required and

Perforated Endcaps

(See Pipe Venting Layout)

BAFFLE #2

SECTION

Baffle Curtain Shore

Anchor, as

Recommended by

Baffle Manufacturer

s ≈ 1%

Top of Embankment

El. 1196.0

s ≈ 1%

Top of Embankment

El. 1196.0

Buoyant Polyfoam

Logs in Sealed Pocket

See Enlarged Area

 This Page

4'-0"

5'-6"

2'-0"

SETTLING POND EMERGENCY SPILLWAY

WEIR

SECTION Z-Z
EMBANKMENT SECTION ALONG EMERGENCY SPILLWAY

TURF REINFORCEMENT

MAT (TRM) SPILLWAY LINER

Z4

Z3

WTE

WCE

WEIR CHANNEL DISSIPATER

Z3 Z4

TOP ELEV WTE

(FT)

CREST ELEV

WCE (FT)

WIDTH (Ww)

(FT)

Z5

DEPTH Cd (FT) LENGTH DI (FT) WIDTH Dw (FT)

3 3 1196.0 1195.0 25 3 1 10 30

TRM ANCHOR TRENCH

Ww

1
1

WTE
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Z
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1
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Dl
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CONTRACT NO. DMF 013 - 239.1 - REBID

SETTLING POND DETAILS AND

SECTIONS

SOIL BORING B-1

BORING LOG

SEE APPENDIX

DRILLHOLES

TO MINE

WORKINGS

SEE DETAIL

105±

100±

BAFFLES

POLE 93721

COORDINATE

RELOCATION

WITH PENELEC.

SEE TECHNICAL

SPECIFICATIONS

EMERGENCY

SPILLWAY

WATER LEVEL CONTROL

STRUCTURE.  SEE DETAIL

A

5

CHAIN LINK FENCE WITH

VEHICLE ACCESS GATE

ANCHOR TRENCH DETAIL

EPDM

LINER

NON-WOVEN

GEOTEXTILE

2" PVC VENT PIPE

WITH PERFORATED

ENDCAP

SETTLING POND SECTIONS

12" MINIMUM

12" MINIMUM

PIPE

PENETRATION

BOOT
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EMBANKMENT

MATERIAL

NO SCALE
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NO SCALE
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B
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5

C
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2" PVC VENT PIPE,
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PVC VENT PIPING

LAYOUT

No Scale
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No Scale

FLOW
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Plan View
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Profile View

SCALE: 1 in. = 10 ft.

STILLING WELL

SCALE: 1 in. = 2 ft.

C Perryville Run

L

Approximate

Calcareous R-4 Rock

Lining with Filter Material

Existing Ground

12"Ø SDR 35 PVC

12"Ø SDR 35 PVC

Calcareous

R-4 Rock Lining

(18" Thick) with

6" Filter Material

12"Ø SDR 35 PVC

Inv. Elev = 1174.0±

Existing Ground

Finished Grade

Calcareous

R-4 Rock Lining
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6" Filter Material

Perryville Run

Flow
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Plan View
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Inlet Box
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Concrete

Top Unit

Structural Steel Grate

Top Elev. = 1177.0±

Opening to accommodate

12"Ø SDR 35 PVC pipe

Type M

Concrete

Top Unit

Structural Steel Grate

6" Compacted Depth

AASHTO No. 57

Coarse Aggregate

Ten (10) each, 3/8"Ø

weep holes,

evenly spaced

PaDOT Type M Inlet

Box, Top and Grate

PaDOT Type M Inlet

Box, Top and Grate

Ten (10) each, 3/8"Ø

weep holes,

evenly spaced

6" Compacted Depth

AASHTO No. 57

Coarse Aggregate

Top Elev. = 1177.0±

ANTI-SEEP COLLAR

Profile and Section Views

SCALE: 1 in. = 1 ft.
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1" x 4" Wood Frame
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Outfall Channel

Outfall Channel

"AS-BUILT"  REVISED OUTFALL CHANNEL

REVISED OUTFALL CHANNEL

Section View

SCALE: 1 in. = 2 ft.



CONSTRUCTION NOTES:

1.  8" SCHEDULE 80 STEEL COLLAR PIPE SHALL NOT

TERMINATE WITHIN PENNDOT SR 3011 RIGHT OF WAY.

2. 8" STAINLESS STEEL COLLAR PIPE SHALL BE GROUTED IN

PLACE

3. THE PILOT HOLE SHALL PENETRATE  THE ABANDONED

MINE WORKINGS MIDWAY BETWEEN  THE ROOF AND THE

FLOOR.

4. UNLESS OTHERWISE APPROVED BY THE DEPARTMENT'S

REPRESENTATIVE, DRILLHOLE SHALL BE FULLY LINED TO

WITHIN 10' OF MINE WORKINGS WITH 4" EXTRUDED HIGH

DENSITY POLYETHYLENE PIPE.  WITHIN THE 8"

STAINLESS STEEL COLLAR PIPE, ELECTROFUSION FLEX

RESTRAINTS SHALL BE FUSED TO THE HDPE PIPE AT 15'

INTERVALS TO RESTRAIN THE PIPE AGAINST SLIPPAGE

AND TO PROVIDE SUPPORT WITHIN COLLAR PIPE.   THE

ANNULAR SPACE SHALL BE FILLED WITH GROUT.

5. CONTRACTOR SHALL DETERMINE LOCATION OF DRILL

PAD.

6. REFER TO PLAN (SHEET3) FOR APPROXIMATE

ELEVATIONS OF LOWER KITTANNING COAL CONTOURS IN

INUNDATED MINE WORKINGS.  LOCATION OF COAL SEAM

OUTSIDE OF MINE WORKINGS IS UNKNOWN.

7. LOCATION OF MINE WORKINGS FROM DOVERSPIKE

BROS. COAL CO. DORA #6 MINE, FINAL MINE MAP, CMAP

NO 33841303, SHEET 17 OF 24, DATED 4-14-99.

8. BORING WAS COMPLETED IN IMMEDIATE VICINITY OF

DRILL SITE ON APRIL 4, 2006.  OTHER BORING LOGS ARE

IN APPENDICES OF THE CONTRACT DOCUMENTS.

9. CONTRACTOR MAY INITIATE DRILLING IN ANY

ACCESSIBLE ROCK OR COAL SEAM AND SHALL ENSURE

THAT BORINGS TERMINATE IN MINE VOID AS SHOWN ON

PLAN.

10.CUT SLOPE AT DRILL PAD AREA SHALL BE BACKFILLED

TO TIE INTO PROPOSED CONTOURS.

1240

DRILL PAD

EXACT LOCATION TO BE

DETERMINED BY CONTRACTOR

CUT SLOPE TO EXPOSE

 STABLE ROCK OR COAL SEAM

8" STAINLESS STEEL BALL VALVE IN VALVE BOX

ORIGINAL GROUND SURFACE

1180

1200

1220

E.O.P. SR3011

ROCK OR COAL SEAM

OVERBURDEN

-50.00000+000+501+00

100 FT. 8" SCHEDULE 80

 STAINLESS STEEL COLLARPIPE

FLOW

IN-LINE VENTURI AERATOR

45° STANDARD

LONG RADIUS SWEEP ELBOW

BACKFILL AND COMPACT TO CONSTRUCT

POND EMBANKMENT.

TIE INTO EXISTING TOPOGRAPHY.

22°  OR 30° STANDARD

LONG RADIUS SWEEP

ELBOW

NEOPRENE GASKET

6" DRILL HOLE (FINAL REAMED

 DIAMETER TO MINE VOID) LINED WITH

 4" Ø EXTRUDED HDPE.

TERMINATE HDPE PIPE WITHIN

SS COLLARPIPE

8" X 4" STAINLESS STEEL REDUCER

4" STAINLESS STEEL BALL VALVE IN VALVE BOX

ELIMINATED

MINE POOL ELEVATION

APPROXIMATELY 1264

Existing Ground Surface

Drillhole 1 Centerline

CUT SLOPE TO EXPOSE

STABLE ROCK OR COAL SEAM

APROXIMATE LOCATION

 OF COAL SEAM

Approximate location of

100' Cover Line at Drillhole No.1

MINE POOL ELEVATION

APPROXIMATELY 1264

DRILLHOLE

DRILL PAD

EXACT LOCATION TO BE

DETERMINED BY CONTRACTOR

E.O.P. SR3011

APROXIMATE LOCATION OF

ABANDONED MINE WORKINGS

DRILLHOLE TO FLOODED MINE WORKINGS.

SEE DETAIL THIS SHEET

FENCE (GATE TO SWING 180°)

2.60 lbs./ft.

or 2" sq. @

2.74 lbs./ft.

1.90" O.D. @

Frame members

2
'
-
9
"

with adjustment

12"ØMin.

M
i
n
.

3
'
-
0
"

M
i
n
.

1
8
"

Truss rod

Brace

Stretcher bar

End post

±
1
"

CHAIN LINK FENCE WITH BARBED WIRE

2" Woven mesh fabric

M
a
x
.

2
"

9"ØMin.

for all posts

Concrete footing

2
'
-
3
"

M
i
n
.

2
'
-
6
"

No Scale

10'-0" Max.

M
i
n
.

Line post

3 Strands of barbed wire

14" c. to c.

Fasteners at

6
'
-
0
"
 
M

i
n
i
m

u
m

Top rail

No. 7 ga. tension wire

Concrete footing

or welded joints

Corner hardware

shown for end post)

Corner or pull post

(same details as

3 Strands of barbed wire

Truss

Brace

for R/W fence

VEHICULAR GATE WITH BARBED WIRE FOR CHAIN LINK

12" Min.

2
2
"

No Scale

block

Catch

bar

Plunge

typ.

1
8
"

rod

Gate Post

3
"

padlock

Opening as specified - 15'-0" maximum

For

Fabric as specified

bar

Stretcher

14" c. to c.

Fasteners at

with turnbuckle

5/16" Rods

rail

approx. 12" c. to c.

No. 9 gage ties

Barbed wire support

approx. 24" c. to c.

No. 9 gage ties

14" c. to c.

Tension Bands at
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DIRECTIONAL DRILL

BOREHOLE #1

20' Min. or total

 access road width

50' Min.

AASHTO No. 1 Aggregate

8" Minimum thickness

Geotextile or Filter Material

Flair intersection area

to allow for turns

ROCK CONSTRUCTION ENTRANCE

No Scale

PLAN VIEW

SECTION C-C

*

3

1

**

REINFORCED FILTER FABRIC FENCE

No Scale

1

0

0

1

0

5

110

F.F.

No Scale

* WOOD OR STEEL

SUPPORT STAKE

SEE CUTAWAY

VIEW

REINFORCING MESH * *

MIN. 10 GA.

WIRE

FABRIC

COMPACTED

BACKFILL

E
X

IS
T

IN
G

 G
R

O
U

N
D

1"X2"X12"

STAKES

TOE ANCHOR

TRENCH

Spacing of Support Stakes @ 8' Max.

Use 2" x 2" Wood or Equivalent

Steel Stakes

Mesh: Either industrial polypropylene

or steel mesh with Max. 6" opening.

Steel mesh shall be 14 GA. Min.

REINFORCEMENT

MESH

FABRIC

CUTAWAY
VIEW

STAPLES

STAKE

JOINING FENCE
SECTIONS

FILTER FABRIC FENCE

Filter Fabric Fence must be

installed at level grade. Both

ends of each fence section

must be extended at least 8 feet

upslope at 45 degrees to the

main fence alignment.

PLAN VIEW
Place Fence on Contour

at Level Grade

R
O

A
D

W
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Y

ILLUSTRATION

C
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30"
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PLAN VIEW

ELEVATION VIEW

PUMPED WATER FILTER BAG
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MAINTENANCE OF EROSION AND SEDIMENT POLLUTION CONTROL FACILITIES

Erosion and sediment pollution controls must be constructed, stabilized and functional before performing earthwork operations within the

tributary areas of those controls.

All facilities utilized in the control of erosion and sediment pollution during construction shall be maintained in good condition.  The

erosion and sediment pollution control measures shall be inspected following every runoff event and, at a minimum, on a weekly basis.

Sediment shall be removed when the trapped sediment reaches the specified limit and, if necessary,  the erosion and sediment pollution

control facility shall be repaired or replaced immediately.  Trapped sediment shall be removed and spread over the grading area in a

layer not exceeding six (6) inches thick, then incorporated into fill areas when dried.  Sediment must not be allowed to enter the waters of

the Commonwealth during sediment removal or disposal operations.

Filter Bag(s) - Perform dewatering operations at a controlled rate, which will prevent downstream flooding, erosion of the existing stream

channels, transportation of sediment outside the project area, and damage to aquatic life and habitat  Water shall be pumped through a

non-woven geotextile filter bag prior to discharge.  Filter bags shall be located on a well-vegetated (grassy) area and discharge onto

stable erosion-resistant areas or into stablilized channels so that water is directed to existing natural drainageways. Filter bags shall be

replaced when they become 

1

2

 full.

Rock Construction Entrance(s) - Maintain the specified thickness by adding rock from the on-site stockpile.  At the end of each

construction day, all sediment deposited on public roadways shall be removed.

Filter Fabric Fence - Accumulated sediments shall be removed as required to keep the fence functional.  In all cases, remove deposits

where accumulations reach 1/2 the above ground height of the fence.  Any fence section which has been undermined or topped shall be

repaired by replacing that section of fence with a rock filter outlet.  See Rock Filter Outlet Detail.  Adhere to any manufacturers

recommendations for replacing filter fabric fence.

Temporary Stabilization - See the Technical Specification "Implementation of the Erosion and Sediment Pollution Control Plan" for

temporary seeding requirements.

Permanent Stabilization - See the Technical Specification "Seeding" for permanent revegetation requirements.

After final site stabilization as determined by the Department's representative (uniform 70% perennial vegetative cover) has been

achieved, temporary erosion and sediment pollution control measures shall be removed.  Areas disturbed by the removal of the control

measures shall be restored and stabilized immediately.

    EROSION AND SEDIMENT

POLLUTION CONTROL LEGEND

Reinforced Filter Fabric Fence

Limit of Contractor's Working Area (C.W.A.)

and NPDES Boundary

Rock Construction Entrance

RCE
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